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I N C H  S O C K E T  P R O D U C T S
SUGGESTED TIGHTENING TORQUES

Note: To convert In-Ib to N-m ÷ 8.85

Listed tightening torques are 75 percent of the torque to yield based on ASTM574. 
Values based on unplated and non-lubricated fasteners.

DIA Socket Head Flat Head Button Head Shoulder Low Head Socket Set 
1960 Series Screw

UNC UNF UNC UNF UNC UNF
0 – 2.6 – 1.5 – 1.5 – – 1
1 4.5 4.8 2.5 2.5 2.5 2.5 – – 1.8
2 7.5 8 4.5 4.5 4.5 4.5 – – 1.8
3 11 12 7 7 7 7 – – 5
4 16 18 8 8 8 9 – 5 5
5 24 24 12 13 12 12 – 9.5 10
6 30 34 15 17 16 16 – 9.5 10
8 55 58 30 31 30 30 – 19.4 20
10 79 90 40 45 45 45 – 33.5 36
1/4 204 228 100 110 100 110 50 77.9 87
5/16 420 456 200 220 200 220 125 156 165
3/8 744 840 350 400 350 400 265 273 290
7/16 1200 1308 560 625 – – – 428 430
1/2 1800 2064 850 1000 850 1000 470 615 620
9/16 2532 2869 1200 1360 – – – – 620
5/8 3396 3804 1700 1900 1700 1800 1150 1315 1225
3/4 6000 6744 3000 3200 – – 2000 – 2400
7/8 8256 9204 5000 5400 – – – – 3600
1 12480 12960 8000 – – – – – 5000
1 1/4 24960 27720 13600 – – – – – 9600
1 1/2 43500 48960 – – – – – – 11320

Warning: The data in this book should be used as a reference guide. The proper torque can only be determined by analysing the design
parameters which include temperature, plating, lubrication, etc. Short time tensile, creep and stress relaxation should be considered for
applications where the temperature exceeds 200°C. Lower ductility, impact strength and fatigue life must be considered for screws sub-
ject to temperatures below -29°C. All socket screw products are class 3A Fit except sizes 1-1/4” and larger which are class 2A Fit.
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LIMITED WARRANTY AND EXCLUSION REMEDY:
Brighton Best Socket Screw Mfg. Pty Ltd warrant that the products in this catalog conform to industry standards
as noted herein. THSI WARRANTY OS EXPRESSLY GIVEN IN LIEU OF ANY AND ALL OTHER EXPRESS OR IMPLIED
WARRANTIES, INLCUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR
PURPOSE, AND IN LIEU OF ANY OTHER OBGLIGATION ON THE PART OF BRIGHTON-BEST SOCKET SCREW MFG.
Brighton-Best Socket Screw Mfg. will replace free of charge (excluding all shipping and handling costs) any prod-
ucts which have not been produced in accordance with these industry standards. This warranty shall not extend to
include any products which may have been plated, modified, misused or abused by the user. Brighton-Best Socket
Screw Mfg., in its sole discretion, shall determine compliance with the warranty set forth above. THE REMEDY
PROVIDED FOR HEREIN SHALL BE THE EXCLUSIVE REMEDY FOR ANY BREACH OF WARRANTY OR ANY WAY OUT
OF THE MANUFACTURE, SALE OR USE OF THESE PRODUCTS. In no event shall Brighton-Best  Socket Screw Mfg.
be liable for consequential, incidental or any other damages of any nature whatsoever, except as set forth herein
for any breach  of warranty or any claim arising in any way out of the manufacture, sale or use of these products.
This warranty shall be the sole warranty, expressed or implied.
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TO OUR VALUED CUSTOMERS

BRIGHTON-BEST PRODUCT GROUP LISTING
SOCKET CAP SCREWS SOCKET BUTTON SCREWS HEX HEAD BOLTS
IMPERIAL IMPERIAL IMPERIAL
011 Alloy 201 Alloy 440 Alloy Gr. 10 Zinc Plated L9*
012 304 Stainless 202 Stainless 450 Alloy Gr. 8 Zinc Plated
014 316 Stainless 205 Alloy Nylon Patch 451 Alloy Gr. 8 Giant Plain
015 Alloy Nylon Patch 291 Alloy Nylon Pellet 847 Gr. 5 Zinc Plated
016 Stainless Nylon Patch 701 Alloy Semi-Standard 846 Gr. 5 Plain
017 Sillicon Bronze 702 Stainless Semi-Standard
018 Monel 817 BSW METRIC
019 Alloy Low Head 819 BA 460 Alloy Class 10.9 Zinc Plated
271 Alloy Nylon Pellet 874 Zinc Plated Trivalent 815 Class 8.8 Zinc Plated
307 Alloy 1936 Series 830 Hex Bolt A2 Stainless
581 Alloy Semi-Standard METRIC 867 Class 8.8 M30 & M36 Plain *NEW*
592 Stainless Semi-Standard 535 Alloy 880 Class 8.8 Hex Bolt Plain AS1110 *NEW*
813 BSW / BSF 824 304 Stainless 882 Alloy Class 10.9 M30 & M36 Plain *NEW*
820 BA 861 316 Stainless
872 Zinc Plated Trivalent 879 Zinc Plated Trivalent NUTS

914 Zinc Plated IMPERIAL
METRIC 305 Gr.2 Nyloc Zinc Plated
532 Alloy SOCKET CSK SCREWS 306 Gr.8 Zinc Plated
531 Alloy Low Head IMPERIAL 308 Gr.8 Giant Black
538 304 Stainless 211 Alloy 310 304 Stainless Nyloc Nut
549 316 Stainless 212 Stainless 444 Gr.10 Zinc Plated L9*
876 Zinc Plated Trivalent 215 Alloy Nylon Patch 446 Gr.10 Stover L9*
911 Zinc Plated 293 Alloy Nylon Pellet 825 Type C Locknut Zinc Wax

478 Slotted Gr2 Metal Thread 828 Gr.C Nyloc Nut Phs/Oil
SOCKET SET SCREWS / GRUB 712 Stainless Semi-Standard
IMPERIAL 721 Alloy Semi-Standard METRIC
101 Alloy Cup Point 814 BSW 315 Class 10 Zinc Plated
102 304 Stainless Cup Point 818 BA 561 Nyloc Nut A2 S/S DIN985
104 316 Stainless Cup Point 875 Zinc Plated Trivalent 563 Nyloc Nut A4 S/S DIN985
107 Brass Cup Point 812 Class 8 Nyloc Zinc Plated 826 Class 10 Conelock Nut DIN980V
108 Monel Cup Point METRIC 834 Hex Nut A2 Stainless  
111 Alloy Knurled Cup Point 534 Alloy 868 Class 8 Hex Nut Zinc Plated
121 Alloy Cone Point 823 304 Stainless 869 Class 8 Hex Nut Plain DIN934
131 Alloy Oval Point 862 316 Stainless 881 Class 8 Hex Nut Plain AS1112 *NEW*
141 Alloy 1/2 Dog Point 878 Zinc Plated Trivalent
151 Alloy Flat Point 913 Zinc Plated WASHERS
922 BSW IMPERIAL

SOCKET SHOULDER SCREWS 013 Hi-Collar Lock
SEMI-STANDARD IMPERIAL 341 Gr.8 Spring Zinc Plated
601 Alloy Cup Point 221 Alloy 342 Gr.8 Spring Giant Black
602 Stainless Cup Point 225 Alloy Nylon Patch 351 Gr.8 USS Flat Oversize
603 Alloy Flat Point 295 Alloy Nylon Pellet 352 Gr.8 USS Giant Black
604 Alloy Cone Point 710 Stainless 381 Gr.8 SAE Flat Zinc Plated
605 Alloy Oval Point 711 Alloy Semi-Standard 382 Gr.8 SAE Giant Black
606 Alloy 1/2 Dog Point 853 BSW 448 Gr.10 Flat Zinc Plated L9*
607 Alloy Full Dog Point
703 Stainless Flat Point METRIC METRIC
704 Stainless Cone Point 537 Alloy 361 Class 10 Spring
705 Stainless Oval Point 371 Class 10 Flat
706 Stainless 1/2 Dog Point PRESSURE PLUGS 835 304 Stainless Flat
707 Stainless Full Dog Point IMPERIAL
873 Zinc Plated Trivalent Cup Pt 230 “Brass 3/4”” Taper” SQUARE HEAD SET SCREWS

231 “Alloy 3/4”” Taper (NPT)” IMPERIAL
NYLON PATCH/PELLET/TIPS 232 “Stainless 3/4”” Taper” 407 Cup Point Brass
105 Alloy Cup Point Patch 233 “Alloy 7/8”” Taper (NPT)” 408 Cup Point Stainless
106 Stainless Cup Point Patch 822 BSP Plugs 409 Case Hard’d Cup Point UNC
125 Alloy Cone Point Patch 410 1/2 Dog Point Case Hard’d
135 Alloy Oval Point Patch DOWEL PINS 411 Cup Pt. Case Hard’d UNC Giant
145 Alloy 1/2 Dog Patch IMPERIAL 412 Cup Pt. Case Hard’d UNF
155 Alloy Flat Point Patch 241 Alloy 413 Flat Point Case Hardened
281 Alloy Cup Point Pellet 242 Stainless 414 Cone Point Case Hardened
475 Alloy Nylon Tip 251 Alloy Oversize 415 Oval Point Case Hardened
476 Alloy Brass Tip 261 Alloy Pull-Out 805 Cup Point Alloy Steel Heat Treated
477 Stainless Nylon Tip

METRIC SPRING TENSION PINS/ROLL PINS
METRIC 536 Alloy IMPERIAL
533 Alloy Cup Point DIN916 548 Alloy Pull-Out 801 Steel
539 304 Stainless Cup Point DIN916 550 A2 S/S DIN7 803 Stainless
821 Alloy Knurled Cup Point DIN916
831 Alloy Cone Point DIN914 HEX KEYS METRIC
832 Alloy Flat Point DIN913 IMPERIAL 802 Steel
833 Alloy Dog Point DIN915 509 Short Arm (8650) 799 Stainless
877 Cup Pt Zinc Plated Trivalent DIN916 511 Short Arm (CRV-6150)
912 Cup Pt Zinc Plated DIN916 512 Long Arm (CRV-6150) TAMPER RESISTANT

519 Long Arm (8650) 510 Hex Keys
MISCELLANEOUS PARTS 529 Key Assortments 806 Socket Button Screws Alloy
945 AUS/NZ Non-Standard parts METRIC 807 Socket Button Screws Stainless
948 Tee Bolts 528 Long Arm (8650) 808 Socket Countersunk Alloy
950 USA Non-Standard parts 529 Key Assortments 809 Socket Countersunk Stainless

530 Short Arm (8650) 810 Socket Cap Screws Alloy
513 Short Arm (CRV-6150) 811 Socket Cap Screws Stainless
514 Long Arm (CRV-6150)

BRIGHTON-BEST SOCKET SCREW MFG. PTY. LTD.
TOLL FREE AUSTRALIA PHONE 1800 812 527   FAX 1800 460 315

TOLL FREE NEW ZEALAND PHONE 0800 800 961
WEBSITE: www.brightonbest.com.au

CUSTOMER SERVICE TELEPHONE
AUST: 1 800 812 527 FAX: 1 800 460 315
NZ: 0800 800 961  FAX: (649) 579 5328

Thank you for choosing Brighton Best as your supplier of Socket Screws. This new price list represents the largest range

of Socket Screw products in Australia and New Zealand. Together with a new format that will help you quickly select the

right products from our extensive range of high quality fasteners. 

Brighton Best has been servicing the fastener industry for more than 78 years. Brighton Best Socket Screws are

manufactured and tested to the highest quality standards, by using the very latest technology. Factory sealed packaging

carries a clear pictorial description of size, type, bar-coding, material and count to provide complete product traceability.

Brighton Best operates an A2LA approved Testing Laboratory, using the most advanced fastener inspection equipment

available. This facility is available to all customers, worldwide.

As part of a worldwide distribution network, large stocks of Brighton Best socket screws are held in Melbourne, Sydney,

Brisbane, Perth and Auckland to ensure reliability of supply and excellence in service for customers.



COMMITMENT 
TO DISTRIBUTORS:
SERVICE
When using Brighton’s 148 product lines you will have “Off The Shelf”
availability for 15,000 different lengths, diameters, head styles and
materials at your fingertips. Same day dispatch of your orders is a
standard that Brighton-Best subscribes to world-wide.

QUALITY ASSURANCE
Brighton-Best alloy and stainless steel socket screws and alloy hexagon
bolts are produced by the cold-forming process to guarantee continuous
grain flow and superior quality. Diameters 1-1/8” and larger are hot-forged
with the help of controlled induction heating. Chemical, Physical, and
Mechanical specifications are on file and available on request.

TRACEABILITY
The most modern testing equipment is used on an on going basis during
production runs to guarantee the quality Brighton-Best has produced for
over 80 years. Rockwell hardness, tensile testing and carburization
analysis are only a few of the tests performed on Brighton-Best socket
screws to guarantee the end-user a quality tested product. Certification of
these tests are kept on file for a minimum of 10 years.

ENGINEERING STANDARDS
Only the finest grade of steels and the most modern heat-treating
facilities are used to produce Brighton-Best quality products. Our socket
screws are manufactured to meet the rigid specifications demanded by
BS, DIN, ISO and ANSI Standards. SPC controls are used throughout the
entire manufacturing process assuring a premier socket screw product
upon completion.

DIVERSIFICATION
Since our founding in 1925, Brighton-Best has been committed to
providing our distributors with the finest quality socket products.
Brighton products are associated with the ever-changing technological
advances in industry.  Our socket screws can be found in use at
aerospace and aeronautical plants, in computers, construction and mining
operations. Wherever  there’s a need for socket screws you will find
Brighton-Best products in use. Brighton socket screws are stocked in
varying metals including alloy, 304 stainless (A-2), 316 stainless (A- 4),
monel, brass and silicon bronze meeting the ever-changing needs of our
industry.

PACKAGING
Sturdy, tamper-proof packages with unique bar-coding guarantees the
integrity of Brighton socket screws. Manageable box quantities will
increase your sales and reduce your inventory costs. Sophisticated
packaging equipment are used exclusively guaranteeing accurate counts
for each box of socket screws. The label on our box offers a clear pictorial
description of size, type, material and count. All packages are factory-
sealed and bar-coded to prevent tampering.

AAUUSSTTRRAALLIIAA TTOOLLLL FFRREEEE::
TEL: 1 800 812 527 FAX: 1 800 460 315

NNEEWW ZZEEAALLAANNDD TTOOLLLL FFRREEEE::
0800 800 961
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Western Australia: 1/253 Berringarra Avenue, Malaga 6062  
Telephone: (08) 9248 4733  Facsimile: (08) 9248 4766

Queensland: 47 Moreton Street, Heathwood 4110
Telephone: (07) 3372 1890  Facsimile: (07) 3714 9821

Victoria: 31-33 Canterbury Road, Braeside, VIC 3195
Telephone: (03) 9587 7244  Facsimile: (03) 9587 7255

New South Wales: 20 Tarlington Place, Smithfield NSW 2164
Telephone: (02) 9756 0921  Facsimile: (02) 9756 0897

New Zealand: 3 Botha Rd, Penrose Auckland, NZ
Telephone: (649) 579 5256  Facsimile: (649) 579 5328
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