xo0: WELD FASTENERS

NORTH AMERICA

Headed Concrete Anchors

» Diameters of 3/8” through 5/8” ’
« Lengths from 2” up to 10” : He.x Weld N.uts .
» High and Low Pilot Height
e ' y « 3 and 6 Projections
* Inch and Metric Sizes
Shear Connectors
* Diameters of 3/4” and 1”

* Lengths from 3” up to 8 n o Spot Weld Nuts
+ Tab and Projections
 Six different variations
Ceramic Ferrules « Inch and Metric Sizes
Heavy Duty and Flat i
Inside and Outside Angles

Vertical ™ .
R ; ' Retainer Weld Nuts
Thru Deck F: . .
: * Nut Floats inside retainer
* Retainer is welded

Low Carbon Steel, ASTM A29/A108 * Inch Sizes only

Plain Finish Only

Material Certs and Welding Certificates available per request Low carbon steel, C1010

Other sizes and Deformed Bar Anchors available per request Stocking in plain finish. Other finishes available per request
Material certs, C of C’s, and PPAP’s available per request
Other sizes and styles available per request
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USA - Atlanta, GA « Boston, MA + Charlotte, NC « Chicago, IL * Cleveland, OH « Dallas, TX * Denver, CO - Detroit, Ml « Houston, TX « Logan Township, NJ * Los Angeles, CA * Miami, FL
« Nashville, TN « Salt Lake City, UT « Portland, OR « Rogers, MN « Sayreville, NJ * Seattle, WA ¢ St. Louis, MO « Tampa, FL CANADA - Montreal, QC * Toronto, ONT « Vancouver, BC
BRAZIL + Sao Paulo AUSTRALIA - Brisbane, QLD * Melbourne, VIC « Perth, WA « Sydney, NSW NEW ZEALAND - Auckland UK - Cradley Heath, WMD TAIWAN - Tainan



